
Made in Japan

Contact

If you have questions or need help, first contact the store you purchased the product or the distributor
in your country. If your question remains unanswered, then contact us here;

MINOURA JAPAN (for ALL customers)
1197-1 Godo, Anpachi, Gifu 503-2305 Japan
Phone: +81-584-27-3131 / Fax: +81-584-27-7505
Email: minoura@minoura.jp / Web: www.minoura.jp

MINOURA North America (for U.S. residents ONLY)

Phone: 1-510-538-8599 / Fax: 1-510-538-5899
Email: support@minourausa.com

•The RC-1000 is a sleek rear rack carrier designed for use with 26” -700c wheel bicycles.

•Connect the rack through the hole in carrier to your rear brake. 

•The RC-1000 is compatible with 9mm quick release skewers only.

•To attach the RC-1000 youʼll need to partially remove the rear brake.

•We recommend a professional mechanic 
assembles the RC-1000 to your bike if you 
are not comfortable doing so yourself.

•The RC-1000 has a max load rate of 7kg. 
The carrier is not designed to  carry people 
put only mounted panniers.

Important Notes

How to install

First, set the fitting stay with
the supplied bolt, the shorter one
for the middle of the seat stay. 

Line up the carrier with the rear
wheel and attach to the quick
release using the 9mm skewer. 

Mount the stay through the roll collar and align to the carrier to
be as horizontal as possible. Then connect the bolt firmly.

Botten Bolt BT M6×16
M6 Spring Washer
M6 Flat Washer

Pipe Collar
Roll Collar

Mount stay

RC-1000 Carrier body

Botten Bolt M6×12

M6 Spling Wassher
M6 Flat Wassher
Fork Stay

M6Nylon Nut

M6 Hexagon Bolt

Carrier Leg

Bracket

Leg for Pannier bag
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